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3. A parking lock state releasing apparatus for a vehicle with a transmission control 
device, wherein the transmission control aevice has a shifting body and detects an operating state 
of the shifting body, wherein the transmission control device shifts a connecting state of a 
transmission based on the detection result, the apparatus comprising: 

a parking lock member, which is located in the transmission, wherein the parking 
lock member mechanically locks wheel s of the vehicle by means of the transmission; 

a releasing switch, which is located in a passenger compartment; and 

anjgnition drive device, wherein the ignition drivejde^ice generates gas by 
causing ignition in response to operatio i of the releasing switch; 

wherein the parking loc c state of the transmission is changed to the release state 
by actuating the parking lock member v sing the pressure of the gas in the ignition drive device. 

4. The parking lock state releasing apparatus according to claim 3, wherein the 
ignition drive device includes a gas generating device for generating gas and a piston driven by 
the pressure of the gas, and the parkiijg lock member is actuated in accordance with driving of 
the piston. 



5. The parking lock 
parking brake lever is located in the 
in the vicinity of the parking brake 



stat i 



releasing apparatus according to claim 3, wherein a 
assenger compartment, and the releasing switch is located 
and the shifting body. 



lever 



6. The parking lock 
ignition drive device includes a 
generating device to actuate the gas 



stat ^ 



state 



7. The parking lock 
driver circuit includes an electrolytic 
to the gas generating device. 



releasing apparatus according to claim 3, wherein the 
driver circuit, and the driver circuit supplies power to the gas 
generating device. 



releasing apparatus according to claim 6, wherein the 
capacitor, and the electrolytic capacitor supplies the power 
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8. A parking lock state releasing apparatus for a vehicle with a transmission control 
device, wherein the transmission control device has a shifting body and detects an operating state 
of the shifting body, wherein the transmission control device shifts a connecting state of a 
transmission based on the detection result, the apparatus comprising: 

a parking lock member, /which is located in the transmission, wherein the parking 
lock member mechanically locks wheels of the vehicle by means of the transmission; and 

a power transmitting member, wherein the power transmitting member has a 
proximal end connected to the parking lock member of the^tau^^ a distal end 

connectible to a conventional movable member provided in the vehicle; 

wherein the power transmitting member is driven in response to operation of the 
movable member, and the parking lock state of the transmission is changed to the release state in 
accordance with the driving of the po wer transmitting member. 



9. The parking lock stat< > 



door that are located at a driver sea 
operating a corresponding one of the 



releasing apparatus according to claim 8, wherein the distal 



end of the power transmitting memt er is connected to a foot pedal or a parking brake lever or a 



10. A parking lock state 



, and the power transmitting member is driven by force for 
foot pedal or the parking brake lever or the door. 



releasing apparatus for a vehicle with a transmission control 



device, wherein the transmission control device has a shifting body and detects an operating state 
of the shifting body, wherein the transmission control device shifts a connecting state of a 
transmission based on the detection :esult, the apparatus comprising: 

a parking lock member, which is located in the transmission, wherein the parking 
lock member mechanically locks wh sels of the vehicle by means of the transmission; and 

a power transmitting member, wherein the power transmitting member has a 
proximal end connected to the packing lock member of the transmission and a distal end 
connectible to a movable member provided in the vehicle; 

wherein operation force of the movable member is amplified by a lever effect 
when the movable member is operated, the power transmitting member is driven by the 
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amplified force, and the parking ljbck state of the transmission is changed to the release state by 
the power transmitting member. 



11. The parking lock 
distal end of the power transmitting 
or a door that are located at a 
for operating a corresponding onh 



state releasing apparatus according to claim 10, wherein the 
member is connected to a foot pedal or a parking brake lever 
driver seat, and the power transmitting member is driven by force 
of the foot pedal or the parking brake lever or the door. 



Please add new claims 1 1-1 8 as follows: 




12. (New) A parking 16ck 



control/device and a transmission 



device has a shifting body and 
transmission control device shifts 
operating state, the parking lock 
a releasing switch, 
a releasing means, 
operation of the releasing switch 
pressure of the gas. 



state releasing apparatus for a vehicle with a transmission 
llaving a parking lock state, wherein the transmission control 
detects an operating state of the shifting body, wherein the 
connecting state of the transmission based on the detected 
sta<e releasing apparatus comprising: 
wihich is located in a passenger compartment; and 

wherein the releasing means generates gas in response to 
anb changes the parking lock state of the transmission using the 



13. (New) The parking 
comprising an actuation permitting 
prohibits actuation of the releasing 



the transmission, wherein the parkii 



lock state releasing apparatus according to claim 12, further 
means, wherein the actuation permitting means permits or 
rheans in response to the operation of the releasing switch. 



14. (New) A parking look state releasing apparatus for a vehicle with a transmission 
control device, a transmission havir g a parking lock state, and a parking lock member located in 

ing lock member mechanically locks wheels of the vehicle by 



means of the transmission; whereii the transmission control device has a shifting body and 
detects an operating state of the shif ing body; and wherein the transmission control device shifts 
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a connecting state of the transmission based on the detected operating state; the parking lock 

state releasing apparatus comprising: 

a releasing switch, which is located in a passenger compartment; and 

an ignition drive device, wherein the ignition drive device generates gas by 

causing ignition in response to op oration of the releasing switch; 

wherein parking lock state of the transmission is changed by actuating the parking 

lock member using the pressure o 'the gas in the ignition drive device. 



15. (New) The parkinj 
the ignition drive device includes 
by the pressure of the gas, and 
the piston. 



lock state releasing apparatus according to claim 14, wherein 
a gas generating device for generating gas and a piston driven 
the parking lock member is actuated in accordance with driving of 



16. (New) The parking; 
a parking brake lever is located in 
in the vicinity of the parking brake 



lock state releasing apparatus according to claim 14, wherein 
he passenger compartment, and the releasing switch is located 
lever and the shifting body. 



17. (New) The parking 
the ignition drive device includes i 
generating device to actuate the gas 



lock state releasing apparatus according to claim 14, wherein 
driver circuit, and the driver circuit supplies power to the gas 
generating device. 

lock state releasing apparatus according to claim 17, wherein 
the driver circuit includes an electrolytic capacitor, and the electrolytic capacitor supplies the 



18. 



(New) The parking 
:uit includes an elec 
power to the gas generating device. 



REMARKS 

New claims 12 through 18 find support in original claims 1 through 11 and the 
specification. 

In view of the foregoing, it is submitted that this application is in condition for allowance. 
Favorable consideration and prompt allowance of the application are respectfully requested. 
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